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Petroleum Development Oman L.L.C.

CERTIFICATE OF REGISTRATION - PRODUCT VENDOR

CERTIFICATE NUMBER: B2016-03005

Vendor Code: 101405 | Dateoflssue:21/09/2016
PETROLEUM DEVELOPMENT OMAN LLC "

CERTIFIES THAT:

MANUFACTURER : COPROSIDER SRL

COUNTRY OF ORIGIN: ITALY

LOCAL AGENT : TECHNOFIT TRADING LLC

COMMERCIAL AGENCY NO.012195

POSTAL ADDRESS : P.0. Box 639, PC 112 - SULTANATE OF OMAN

IS REGISTERED WITH THE COMPANY AS AN APPROVED PRODUCT VENDOR WITH EFFECT FROM THE DATE OF ISSUE OF THIS CERTIFICATE FOR THE
FOLLOWING PRODUCT GROUP CATEGORIES:

FITTINGS
;\VME REFERENCE , DESCRIPTION
AVME 6.3.1 I Approved only up t.o 20mm thick Seamless type: Alloy Steel — 600 Welded type; Alloy 5tee| 1200
|Standard B16.9; MSS SP75/
Material & Max Size(NB) Seamless CS-600; Seamless $5-600; Seamless DSS-600; Seamless SDSS-600; Welded CS-1200; Welded SS-
1200; Welded DSS-1200; Welded SDSS-1200/
ISeamless size- Min Size (NB) 12.5
IAVME 6.3.1 Approved only upto 20mm thick
Pressure rating / Max. Size(NB) 3000; 6000; 9000
IStandard B16.11; MSS SP97(smis)
Material & Max Size(NB) DSS- 100; SDSS - 100
Seamless size- Min Size (NB) 3.18
Comments Approved only upto 20mm thick
IAVME REFERENCE l DESCRIPTION
IAVME 6.2.5- AVME 6.2.5- FLANGES
Min Size(NB) 12.5
Pressure rating / Max. Size{NB) 150-600; 300-600; 600-600; 900-600; 1500-600; 2500-600
Materials DSS; SDSS
iStandard B16.5
ISeamless Mat Alloy 825
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LEAD CP DATA & SYSTEM MANAGEMENT
THIS CERTIFICATE IS VALID UNTIL: 06/08/2017 Nk 6 j‘_’//»/"(’
PLEASE REFER OVERLEAF FOR DETAILS.




